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Cop pper Store Front Construction 
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ys] N presenting this book to the trade we wish to show our constructions as they are 
today, but while there have been some few refinements there have been no radical 
changes. The reason for this is that the constructions have given satisfaction 
4) and are highly approved by architects, contractors and owners. We call parti- 
PASS cular attention, however, to the New Adjustable Side and Head Jambs, 
numbers 159 and 160, which are adjustable after the manner of our adjustable transom which 
has proven such a boon to the trade. 


EASE OF INSTALLATION 
We call attention to the simplicity of these constructions for the benefit of those not familiar 
with the installation feature but who realize its importance. Upon application we will be pleased 
to furnish portfolios of full sized details free of charge. 


PLATE GLASS INSURANCE 
In considering the claims of other manufacturers as well as our own, we respectfully direct 
your attention to the fact that ten years’ experience has demonstrated that Brasco and Brasco- 
Hester are safe. “The Proof of the Pudding Is the Eating’; all other statements are Sales 
Talk. Ask any architect or contractor who has used these constructions. and you will get 
real proof. Ask your insurance man for the facts about plate glass insurance. 


SERVICE DEPARTMENT 
We maintain a staff of experts to assist you in your store front problems free G charge., Tell 
us the nature of your business location, whether corner or not, also what part of the town, i. e.— 
center, outlying, or whether subject to certain peculiar local conditions. Where possible it is 
well to send a photograph. 


BOOK OF STORE FRONT DESIGNS FREE 


We have published and will send free of charge on application, our new portfolio of store 
front designs. Send for it. We will also furnish free booklet demonstrating “How to Sell and 
Figure Brasco Fronts.” 


DISTRIBUTORS EVERYWHERE 
Write us for name of Brasco distributor nearest you. If there happens to be none, we will 
be glad to handle same from the factory direct, but there are very few centers where there is not 
a licensed Brasco dealer. Send us a request if you can use us. We are at your service. 
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STMT CCRC 


BRASCO MANUFACTURING COMPANY 


5025-35 SOUTH WABASH AVENUE 
CHICAGO, ILL. 


In Canada—TAYLOR-BRASCO, LTD.—Hamilton, Ont. 
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WHERE BRASCO COPPER STORE FRONTS ARE MANUFACTURED 
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Full sized details on request 


Floor- Line ar 
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Brasco Sash as 
used at base 
without copper 
sill mem er. 
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. -Serting Block 


34-Size Vertical 
Store Front Sections 


Advantages of Brasco Copper- 
Covered Creosoted Type 


Utilizes the merit of the wood setting, 
determined by every insurance com- 
pany as being safest for glass, to- 
gether with 

The imperishable properties of cypress 
and creosote, and 

The beautifying and protective quali- 
ties of copper. 

Instead of the resilient and erratic 
glass grip or the hard tension grip, 
BRASCO employs the approved 
firm, supple and uniform hold. 

Glass is set from outside and sash placed 
by the indirect screw pressure 
method. 

Has the widest drainage gutter of any 
store front system on the market. 
Affords more ventilation than 
other copper front, therefore, 
Insures clearer plates and more effi- 

cient display service. 

Details show the sturdy, durable and 
beautifully designed mouldings used. 

BRASCO jamb, transom, sill and sash 


members take standard sizes of 
lumber. 


any 


Copper used where copper is necessary, 
therefore, BRASCO COSTS LESS. 


Advantages of Brasco-Hester 
Shell Copper Type 


Large heavy gauged solid copper sash. 

Drain and vent holes are embossed in 
the inner member and not punched 
in the outer retaining strip. The 
latter method, which is ordinarily 
practiced, tends to weaken the sash 
and to catch lint and dirt. 

The inside gutter holes do not show. 

The even, indirect screw pressure 
method of glass setting is employed. 

Affords maximum daylight. 

Sash can be used without jamb or sill. 

The most efficient system for keeping 
show windows free from frost and 
mist. 

Has a smooth working dust regulator. 

Mouldings are of substantial and artis- 
tic design. 

Takes stock sizes of mill work. 


COSTS NO MORE than the ordinary 
light-weight sash. 
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Brasco-Hester 
sash as used at 
base without 
copper sill 
member. 
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Side jamb sections of 
the Brasco-Hester 
system, showing 
various methods 
practiced. 


Side jamb sections 
ot the Brasco 
system. 


Either size can 
be had with 
or without 

ventilation. 


The same type of bulkhead construction is 
used for both the Brasco and the 
Brasco-Hester systems. 
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Brasco Store 
Fronts 


All over the coun- 
try —all types of 
fronts. They rank 
first for appearance 
-satety- economy - 
durability. 


The lowest priced 
good construction 
made. 


No store building 15s so 
costly and imposing 
that Brasco store fronts 
will not further enrich 
and beautify it. No 
store is so modest that 
it cannot afford the con- 
servative investment of 


a Brasco Business 


Building Front 


oc 


gown, 
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= Leading chain 
‘ stores use Brasco. 


Showing 
\ a Brascoed 


SS 


arcade front. 
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Brascoed outside show 
cases pull business in- 
side. They sell the 
merchandise you want 
sold —the merchandise 
that brings the larger 
profit but doesn’t ordi- 
narily move rapidly. 


A front like this 
commands attention. 


An attractive, yet 
inexpensive Rrascoed 
drug store front. 
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Brasco Business Builders 
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Brasco Head Jamb Construction 


Note the strength and the simplicity of the setting, and the standard sizes of mill work the Brasco members fit. 
Head jamb sash can be provided with ventilation as shown on page 8. Coverings are 
made to take either 114-in. or 7%-in. lumber. 


VENTILATION 
& DRAINAGE 


% 


Brasco Sill Construction 


The wide gutter, the generous drainage and ventilation facilities, the sturdy yet pleasing setting and the 
perfect sill protection are distinctive Brasco features. Every screw hole and every nail hole is 
shielded from the weather. All horizontal members are provided with drips for shedding water. 
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VENTILATION | 


Brasco Head Jamb Construction 


Head jamb can be furnished with or without ventilation. When ventilation is required the carpenter should 
rebate the backstop and drill 5/16-inch holes as shown in cut, 6 inches on centers. 


VENTILATION 
& DRAINAGE 


— 
— 


Brasco Sill Construction 


Showing Brasco construction at base as used without wood sill member. It may also be used in conjunction 
with sill and sill covering as illustrated on page 7. 
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A hickory setting block noted 
for its tough, resilient charac- 
ter, given additional strength 
and endurance by a_water- 
proofing treatment and a cop- 
per covering. The block can 


be cut down to adjust, glass’ _ 
height. It is employed in both ~ 


Brasco and Brasco - Hester 
systems. 


Brasco Side Jamb 
Construction 


Attractively paneled 77-inch 
or 1¥%-inch side jamb cover- 
ings. Construction at this point 
may also be provided with 
ventilation as illustrated by 
cut below. 
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If transom bar coverings are desired in larger sizes than those illustrated here, 
refer to this table for style numbers required for varying depths of bars: 


For transoms 1¥% in. to 134 in—Use Nos. 51-151 


“e “ce 134 “ “cc 2% “cc “ “c 51-151A 
VENTILATION re ee 
| E Zi yy Ss : 1-153 
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po ae o. se . “ ““ 6% Ge 6 734 “ “ «6 51-156 
; 2 : —. \ TG “ 74 CO OG 8Y4 6 6“ c 51-157 
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Brasco 
Transom Bar 
Construction 
Over Display 
Windows 


VENTILATION 


Brasco Vestibule 
Head Jamb 
Construction 


Used where vestibule ceiling is 
framed at transom bar line. 


VENTILATION = ee 


AND DRAINAGE Brasco Transom 


Bar Construction 
Over Vestibule 


No. 57 soffit cover mitres 
perfectly with the No. 85 
head cover illus- 
trated on page 10. 
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Awning Bar Cover 
No. 101 


A design accepted by all 
architects as one of dig- 
nity, strength and beauty. 
Its simple and effective 
construction 1s the reason 
for its comparatively 
small cost and its superior 
protective qualities. It is 
used with both the Brasco 
and Brasco-Hester sys- 
tems, but is here illus- 
trated in conjunction with 
Brasco sash. 
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Corner Bar No. 12 


This bar is designed for use where 
it is impossible to tighten screws from 
the inside of window on account of 
iron columns or other obstructions 
being located too near the plate. It is 
made the same as No. 10, except the 
outside moulding is countersunk for 
flat head screws to be inserted and the 
nut on the inside stop is stationary. 
The bar is tightened up from the out- 
side with a screwdriver. 


Corner Bar No. 10 


The handsomest corner bar made. A 
solid copper product with a continuous 
steel reinforcement. Indirect pressure 
is evenly distributed along the glass, 
gripping it well back of the edge. The 
bar is designed to easily adjust itself to 
the varying thicknesses of glass. Give 
angle when ordering. 


No. 13 
Reverse Angle Corner Bar 


No. 14 
Reverse Angle Corner Bar 


A strong, handsome, well designed 
bar doubly steel reinforced, capable of 
holding glass of any size. Can be 
furnished to fit any angle. Give angle 
when ordering. 


Corner Bars and 

Reverse Angle Corner Bars 
Used with Both the 
Brasco and the 
Brasco-Hester Copper 
Store Front Systems. 


No. 8 Corner Bar 


Designed to hold the largest plates of 
glass rigidly without danger of break- 
age. We recommend its use for all 
windows higher than 110 inches. The 
steel reinforcement is designed to take 
care of both direct and reacting stresses. 
When ordering, always give angle. 


These bars are made adaptable to the usual angles, which seldom exceed 130 degrees. Where an excep- 


tionally large angle occurs, our Division Bars No. 18 or No. 19 will be made to suit the condition. 


give angles when ordering corner bars. The steel reinforcements of all our bars are drawn from a specially 


milled cold rolled material. 
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Always 


Division and Three-Way Bars 
Used with Both the Brasco and 
the Brasco-Hester Copper Store 
Front Systems 


Three-Way Bar No. 22 


Division Bar No- 16 
Any length less than 60 in. 


Division Bar No. 18 


2 ; Any length from 84 in. to 110 in., 
An inexpensive heavy gauged SAIS ORNS: 


solid copper bar designed for hold- 
ing transom lights. 


Division Bar No. 15 


Any length less than 84 in. 


An inexpensive steel reinforced 
copper bar especially suited for 
swinging transom lights and small 
plates. 


The Three-Way Bar No. 22 is designed to 
bind together transom glass extending di- 
rectly across the front of the vestibule and 
a transom light that returns with the return 
plate to the door post. The same principle 
is employed here that is used with our corner 
and division bars and the glass is held rigidly 
in position without danger of breakage. 


Division Bar No. 19 


Any length longer than 110 in. 


The four division bar sections shown above are furnished only in the lengths specified under each cut. The length of the 
bars is limited as the size and strength of each bar are best adapted to rigidly and safely hold any height of glass coming within 
the range mentioned. The steel reinforcement is drawn from a specially milled cold rolled material. 
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Side Jamb 


VENTILATION 


VENTILATION 
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New Adjustable Jambs 


HESE Adjustable Side 

Jamb and Head Jamb 
Coverings have a decided 
advantage over the one- 
piece jamb, in that they 
allow for variations in 
thickness of wood jambs. 
Adjustable from 134 inches 
to 2 inchés, maximum 
outside width. Designed 
solely to insure minimum 
of expense to architect, 
owner and contractor. 
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Head Jamb 


Brasco-Hester 
Head Jamb 
Construction 


Brasco-Hester head 
jamb construction is 
made to fit the stand- 
ard lumber sizes of 
%-inch or 14-inch. 
The sash may be 
used without the 
jamb, however, as 
shown on opposite 


page. Ce ee hn. 
VENTILATION __ 
DRAINAGE 
€ VENTILATION Brasco-Hester 
Sill Construction 

Full size illustration of 

Brasco - Hester drainage 

Pe eee ce and ventilation sash as 


es 


used in conjunction with 
sill covering. 


The No. 130 sash is al- 
ways furnished with dust 
regulator and should be 
ordered only for use at 
base of lights. It mitres 
perfectly with No. 131 
sash, which is used at 
sides and tops of lights 
only. Caps are furnished 
for all mitres, as shown 
on page 19. 


FLOORING 


We carry No. 130W wood backing strip in stock and can make immediate shipment. 


Brasco-Hester Side Jamb 
Construction 


Illustrating 
eee the use of the 
Brasco - Hester 
No. 131 sash at 
sides of hghts 
without  addi- 
tional jamb 
members. 


Brasco-Hester side jamb con- 
struction, where a special con- /~ 


we, 


oe 6-5 


dition or design makes the use | 


\ No I30 Sasu 


of additional jamb and jamb / 


covering desirable. Paneled } 


side jamb coverings are fur- \V] 


nished in 7-inch or 1%4-inch | i 
widths. r : 
5% =] Bie 
“a. ONS 
Brasco-Hester ; 
Transom Bar 


Construction 


Brasco-Hester transom bar 
construction over display win- 
dow. 


For various sizes of adjustable transom 
bar coverings substitute in place of No. 52 


ees ae VENTILATION: 
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* 1 NEA 6 “ 55-151A / 
“e “ec 24% ce “ 3% “ oe 55-152 ( 
6 ‘ 3y Kt Tee 414 «“ ‘ “ oe i333 x s 
Av, SS Roe “55-154 ) No 131 SASH 
: ‘ 5% ban OW faa 55-155 
‘ “ 6% “ce “ 7% “ce “cc 55-156 } 


84 “ “ 91% “ “ “ 55-158 16 


Brasco-Hester 
Sash at Head 


Illustrates how the Brasco-Hester 
sash, designed with an eye toward 
economy and more daylight, makes the 
use of head jamb and jamb covering 
unnecessary. 


No. 131 sash is used at sides and 
tops of lights only. It mitres perfectly 
with the No. 130 sash, which is used 
at base of lights only. 


DRAINAGE 
€ VENTILATION 


Brasco-Hester Face Moulding 


Where neither ventilation nor drainage is 
desired, No. 133 (medium weight) or No. 134 
(extra heavy) moulding may be used. These 
mouldings may be used with or without jambs. 


Brasco-Hester 
Sash at Sill 


Brasco-Hester Sash No. 
130 may be used in con- 
junction with sill as shown 
on page fifteen, or se- 
cured directly on stone, 
brick or tile bulkhead as 
here illustrated. It is the 
only sash on the market 
having a smooth-working 
dust regulator. Style No. 
130 should be ordered for 
base of lights only. 


We carry No. 130W and No. 133W wood backing strips in stock and can make immediate shipment. 
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Brasco-Hester Transom 
Bar Construction 


An illustration of transom bar 
continuing straight across vestibule 
entrance with vestibule ceiling 
framed down to the transom bar 
height. In such cases the use of No. 
57 soffit cover for the under side and 
back of bar, which mitres with No. 
86 head cover for the returns (shown 
to the left), 1s advisable. 


Brasco-Hester Head Jamb 
Construction for 
Vestibule Returns 


We carry No. 130W wood backing strip in stock and can make immediate shipment. 
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Covers Used 


No. 133C Cap No. 202C Cap 
Used with Brasco-Hester Sash Used with Brasco Sash 


“C” designates corner caps, to be used for covering the meeting point of two horizontal sash members. 


Please give angle when ordering. 


No. 131S Cap No. 133S Cap No. 202S Cap 
Used with Brasco-Hester Sash Used with Brasco-Hester Sash Used with Brasco Sash 


Type “S” caps are used when vertical and horizontal sash members meet. 


No. 131R Cap No. 202R Cap 
Used with Brasco-Hester Sash Used with Brasco Sash 


“R” designates reverse angle caps, used at the meeting point of two horizontal sash members, where 
reverse angle occurs. 


Always give angle when ordering. 
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Brasco and Brasco-Hester Store Front Mouldings 


All end sections are full size. 
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Brasco and Brasco-Hester Store Front Mouldings 


All end sections are full size. 
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Brasco and Brasco-Hester Store Front Mouldings 
All end sections are full size. 
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Metal Showcase Doors 
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Showcase Door No. 420 


A stout steel showcase door employing the three point contact principle. It is effectively used in con- 
nection with both the Brasco and the Brasco-Hester systems. By leaving off the outside rib the construction 
can be fastened directly to the building frame. 


When ordering please give the following information: 


Exact over-all sizes, not including outside rib. 
Hinges at right or left side. 
Copper covered, copper faced, copper plated or plain galvanized iron. 


What finish if copper covering is desired. 


Kalamein Doors can also be furnished if desired. Details upon request. 
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Ventilator Sash No. 401 Ventilator Sash No. 402 
Furnished with screen if desired , Furnished with screen if desired 


Metal Ventilator Sash 


Characteristic of Brasco construction is the 
ventilator illustrated on this page. It has com- 
pletely filled the architect’s and owner’s re- 
quirements for simplicity, strength and econ- 
omy. It is used in conjunction with both the 
Brasco and Brasco-Hester sash, as well as 
directly against building frame. 

When ordering please give the following 
information: 

Exact over-all sizes, not includ- 
ing outside ribs. 

Whether to be set into copper 
sash or directly against build- 
ing frame. 

At what points ventilator is to 


be pivoted (when style No. 
400 is required). 

Finishes: 
Copper covered (state finish). 
Copper faced (state finish). 
Copper plated. 
Plain galvanized iron. 


See Sash illustrations on page 24 
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F. S. Vertical Section of Transom 
Ventilator with Screen 


SCREEN 


F. S. Horizontal Section of Transom Ventilator with Screen 
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Gates Complete with Double Acting Spring Hinges and 
Without Standards 


LER ad SW Wa SIT Os Buy. Mrs «Gras 1k ae ota a $12.50 each 
TD OD eA Chesca thet ok anaes eo Ee Rag 15.00 each 
DOM EGOS se 2 TB ISNZ CN et ie aenaie 9h ks ees ee ee 22.50 each 


Gates of longer dimensions, add cost of additional tube required. 


List Prices on Double Brass Standards Price List of Brass Flanges Complete 
Heiel 1 In, | 1, In. 1% In. miez iene 2 i 2Y% In. 3 In with Screws 
eight | Rail | Rail Rail Rail 5 Rail Rail Rail ———— ee 
La = aS a = = | es ae ee, | free ee ee | a = —~ eae 
12 inch | 3.80 4.45 5.30 6.10 7.00 9.50) 13.05 Diameter |Outside Diam. 2 | 
18 inch | 4.00 4.70 5.61 6.45 7.40 10.10 13.80 of Rail | of Flange eo 
24 inch 4.20 | 4.95 5.90 6.85 7.80 10.70 14.55 === Se ee —_ = 
30 inch | 4.40 | 5.20 6.20 7.20 8.20 11.60 15.30 y i : ; , 
1 2u% 0.66 Me veight. 
36 inch | 4.60 S250 i 65510, 7.60 8.60 12.20 16.05 iy” ai $ ee ee weight 
42 inch| 4.80 | 5.50 6.80 8.00 9.00 | 12.80 16.80 ee ae nae epi ui 
Af 1% | 33% 1.00 Medium weight. 
13%” 3K” ilen Bs) Medium weight. 
ae 4” 1.30 Light wall flange. 
List Prices on Single Brass Standards aL il te ie Reg: ee coe ane eee 
a = = == a” 6” 2.25 Extra heavy for severe service. 
5 1 in, 1h In iy ite 1H, ia | Quine Zee Mets |e in baie, - t S ce heavy for severe service 
Height | Rail Rail ail | Rail Rail Rail | Rail oY SM 1.68 Light wall flange. 
2 = = —|- —|——_—— |= 214” (Se 2.48 Reg. size for general SES. 
12 inch 2.30 2.70 1 BS /0) 4.65 West 20 6.69 | 9. 00 Daren oe 4.25 a ay - aay a ee es 
Se ee 5G 2.95 4.00 5.00 | 5 60 7 20) 9.59 i - a x fe HOEY Be severe service. 
24 inch | 2.70 3.20 4.30 5.35 | 6.00 7.80 10.25 ce a seh hem vee 
0 inch | 2.90 3.45 4.60 5.70 6.40 8.40 10.75 i 8 4.00 etre heey. 
36 inch | 3.10 | 3.70 4.90 6.05 6.80 9.00 11.25 37%” al 4.34 Regular size. 
AQ inch |) 3230") |) 3.95e 405720 6.40 | 7.20 9.60 | 12.00 
Price List of Brass Railings Per Lineal Foot 
aes ; a ‘i 7 Both E —— 
Gauge No. | YZ in. M in. eaters |) in. | 1 in. 134 in. Zaire 2% romain 
3 =: | . \ | == = = = ss : — 
| 
18 $0.30 $0. 42 | $0.44 fe $0. 70 | $0.80 $0.92 SWZ $1.44 $2.00 


All prices are quoted o on polished Draess 15 % extra for “other finishes. 
Extra charge for bendi s about 25c per foot. 
Up to 2” diameter, $1.50 to 92.50: ay", $2.75; 3”, $4.50. 


BRASS RAILS FOR OFFICES, BANKS, HOTELS, THEATRES 


The railing is made of No. 18 gauge hard brass. 
5 5 5 
The fittings are made of cast brass, heavy in weight, and like cut in design. 
Our gates are made of the same material as railing. The corner is mitered with casting inside, giving outside 


appearance as of one piece. 
The hinges are made of ea steel, heavily bronze plete with double acting springs, permitting the gate to 
swing freely both ways and always stopping squarely in the center. Our stock sizes are 30 inches from center of 


posts, leaving a clearance of about 27 inches when gate is open. 
FOR PRICES SEE ABOVE<ORJSEND US. PEANS Sh ORs vrs 
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Sie: 
No2 1501 


‘ $ 0.90 Each 


PRICES ON 
DOOR PLATES 
3°) x 1055.80 
3%x10.. 1.00 
4 x12.. 1.40 


COTE 
No 15S) 


10.00 Doz. 


KICK PLATE PRICES 


The material used in our Kick and Push Plates is milled especially 
for that purpose. Our process of rolling, leveling and tempering pro- 
duces plates perfectly level and free from buckles, and gives more than 
double the strength found in the same thickness of brass and copper 
made for general use. 

Prices on Brass Kick Plates, beveled edges, per sq. ft 
Style 1501, per sq. ft 


Get our Special Low Prices on Copper and Nickel Kick Plates. 


Brass or Bronze Thresholds, Either Solid Extruded or Cast Metal 


No. 3002 


Extruded Brass 
(% Size) 


Illustrated here are a few of the many designs of thresholds 
We are well equipped to take care of anything 
but especially 
recommend the use of stock sizes of extruded thresholds wherever 


we manufacture. 
that you require made of cast brass or bronze, 


EXTRUDED BRASS THRESHOLDS 


Cast Brass or Bronze 
(Half Size ) 


possible. Table of over-all widths follows: \ ' fp ap rN eS ak . 
No. 3000—Plain ee 4” _ $1.80 per lineal ft. a Sa 
No. 3001— “ OR 3 Sys 
No, 3002— “ ee ee t«--—- —-— 418" —- —- —- 1 No B004A 
No. 3010—Corrugated “ — 1.80 ““ : - INO 93 () 4 ea Ae ire Pete rn fate 3 NS $4.50 per lineal ft. 
No. 3011— “ == Upp UN IN OWS 0 05a een ene er eee ee 5!50E per linea) etits 
Non 3012—— = gS — 2.55 “ a ae 

Solid Brass Rails and Guards 
No. 1001—Solid brass tube of from 34-in. to 3-in. 


diameter. Made in designs to suit any specification. 
Lengths measured from center to center of bracket. 


_No. 1001 DOOR GUARD 


Diam. Diam. Height of Diam. Price Gees 

AG of Flange Fitting | of Ball Complete | Additional 

| Railing a eee or Fraction 
A B | Ee ong | Thereof 

= | 

\ % in, 1¥ in. 15% in, 1% in. $1.79 25 cents 
\ in. 134 in. Zaeine 13% in. 2.22, 34 cents 
1 in. 2 in 23% in. 15% in. 2.60 42 cents 
1% in. 2Y in. 25% in 2 in. 3.64 49 cents 
134 in. 2% in. 33g in. | 2% in. 4.55 59 cents 
a in, Seine 334 in. | 234 in. 5.47 69 cents 


The guard rails are only a few of many designs we make. 
Please write us for what you want. Any design made upon 
receipt of sketch or specifications. 


No. 1002—Solid brass, 


| 
ii WoT Tt © Th 


No. 1002 DOOR ( GUARD RAIL 
Rails spaced 2 inches apart. Cast 
Length is measured from center to 
Prices herewith: 


5£-in. diameter. 
brass bracket 1 inch in height. 
center of screw holes. 


inches long each $3.40 36 inches long 
inches long each 4,14 42 inches long.. 
inches long each 4.75 48 inches long 


These prices are subject to liberal discount. 
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Patents 


NLY a few of the many advan- 
tages of the Brasco and_ the 
Brasco-Hester Copper Store Front  sys- 
tems are shown in this book. All of 
them are fully protected by patents in 
the U. S. A. and foreign Countries. 


Patent No. 1363413, covering proc- 
ess of preserving the wood in. connec- 
tion with metal covered construction. 


Brasco sash patents: Nos. 
1370443, 1303062 sel 201 hl eeeanrc 
1263245. 


Other patents, Nos. 49144, 49145, 
49146 and 1278343, Canadian Brasco 
patent No. 196916. Design. 


Infringers will be vigorously prose- 
cuted. 
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